
MANUAL
CHAIN BLOCK
STANDARD :  EN 13157

The Europull Manual Chain hoist is used in construction, marine, oilfield projects.

Chain hoist capacity range from 0.5 ton to 100 ton.

Multi-support structure, more reasonable force, flexible operation and low failure rate 
of the transmission system.

With double pawls, increase the safety factor in 2 times.

All nuts in anti-slip nuts.

Smooth rotation, high efficiency, light hand pull.

The hand cover uses special crimping process, keep the hand chain not tilting and 
not snapping.

Fitted with high strength grade 80 alloy steel load chain with galvanized finish for 
corrosion resistance (comply with EN 818-7, safety factor 4).

EPC - 0.5T TO 2T EPC - 3T TO 5T EPC - 10T

61 BRIDGE STREET, KINGTON, HR5 3DJ, United Kingdom

info@europull.com www.europull.com

61 BRIDGE STREET, KINGTON, HR5 3DJ, United Kingdom

info@europull.com www.europull.com



MANUAL
LEVER HOIST
STANDARD :  EN 13157

The Europull series manual lever hoist can be widely used for equipment installation, 
lifting and tightening goods, dragging loads in factories, mines, construction sites, 
power plants, boat manufacturing etc.  

It is an ideal device especially in narrow space, open air and over-head places for 
pulling and stretching at angle.

Compact, light yet durable.

Double-pawl brake system desigend for safely and reliability.

Heat treatment steel plates, gears and shafts for enhanced strength.
forged upper, lower hooks with forged steel safety latches, high tensile
alloy steel chain.

The lifting chain can be freely pulled and operated by special separating 
block design.

Weston style automatic load brake with double pawls load reduction.

360° rotating handle eases of using in confined space.

As for the N position of the shift block, the position of the bottom hook
can be freely adjusted according to the need when unloaded.

Safety factor: 4 to 1

Fatigue tested at 1.5 times of working load limit to 2000 cycles.

FEATURES:

EPC - 0.75T & 1T EPC - 1.5T & 3T EPC - 6T EPC - 9T
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ELECTRICAL
CHAIN BLOCK

E P C  -  E L E C T R I C A L  C H A I N  H O I S T  &  L O A D  L I M I T E R

E P C - W T  -  E L E C T R I C A L  C H A I N  H O I S T  W I T H  T R O L L E Y  &  L O A D  L I M I T E R

Available - 3 Phase, 415v & 380v 50/60Hz

Available - 3 Phase, 415v & 380v 50/60Hz
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EPPT - PLAIN TROLLEY

EPGT - MANUAL GEAR TROLLEY

All dimension are subject to change without prior notice

Standard: EN 13157

Standard: EN 13157

TROLLEY

+966 530 300735 | +966 54 348 5600 

Prince Abdulmajeed, Jeddah 22433, Saudi Arabia

www.hydrotechglobal.com

jeddah@hydrotechglobal.com |
pradip@hydrotechglobal.com |
jaseem@hydrotechglobal.com

61 BRIDGE STREET, KINGTON, HR5 3DJ, United Kingdom

info@europull.com www.europull.com



Technical Details

Europull cargo lashing systems, made with high quality polyster 
yarn, are light weight and easy to use. The ratchet buckle and 
corresponding straps make an optimum combination to secure 

EP-BC - BEAM CLAMP

Standard: EN 13155

BEAM CLAMP

CARGO
LASHING

Webbing 
width

Minimum 
Breaking Strength

End-Fitting 
Type Type

1" 1,000 Kgs Double J Hook Ratchet
2" 5,000 Kgs Double J Hook Ratchet
3" 10,000 Kgs Double J Hook Ratchet

For safe lifting and transporting of steel (oil) drums.

With automatic locking mechanism.

The DSL steel drum clamps can be used single or per pair as well.
Avoid snatch or shock loading.
Clamps firmly on 2-leg Grade 80 lifting chain.

This clamp is extremely light weight and very quick and easy to use.

Standard: EN13155

DRUM L IFTER
EPSL - DRUM LIFTER/ DRUM CLAMP
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Capacity chart in KGS for 1-PLY and 2-PLY FLAT POLYESTER WEBBING SLINGS

M = 1 M = 0.8 M = 2 M = 1.40 M = 1

Color code WLL (Ton / Kgs)
WIDTH STRAIGHT LIFT 100% CHOKER LIFT 80% BASKET U-LIFT 200% AT ANGLE BETA 140% AT ANGLE BETA 100%

6:1(Inch - 
mm) 7:1 1 PLY 2 PLY 1 PLY 2 PLY 1 PLY 2 PLY 1 PLY 2 PLY 1 PLY 2 PLY

Violet 1 - 1,000 1"- 25mm 30mm 500 1000 400 800 1000 2000 700 1400 500 1000

Green 2 - 2,000 2"- 50mm 60mm 1000 2000 800 1600 2000 4000 1400 2800 1000 2000

Yellow 3 - 3,000 3"- 75mm 90mm 1500 3000 1200 2400 3000 6000 2100 4200 1500 3000

Grey 4 - 4,000 4"- 100mm 120mm 2000 4000 1600 3200 4000 8000 2800 5600 2000 4000

Red 5 - 5,000 5"- 125mm 150mm 2500 5000 2000 4000 5000 10000 3500 7000 2500 5000

Brown 6 - 6,000 6"- 150mm 180mm 3000 6000 2400 4800 6000 12000 4200 8400 3000 6000

Blue 8 - 8,000 8"- 200mm 240mm 4000 8000 3200 6400 8000 16000 5600 11200 4000 8000

Orange 10 - 10,000 10"- 250mm 300mm 5000 10000 4000 8000 10000 20000 7000 14000 5000 10000

Orange 12 - 12,000 12"- 300mm 300mm 6000 12000 4800 9600 12000 24000 8400 16800 6000 12000

Capacity chart in KGS for 3-PLY and 4-PLY FLAT POLYESTER WEBBING SLINGS

M = 1 M = 0.8 M = 2 M = 1.40 M = 1

Color code WLL (Ton / Kgs)
WIDTH CHOKER LIFT 80% BASKET U-LIFT 200% AT ANGLE BETA 140% AT ANGLE BETA 100%

6:1 (Inch - 
mm) 7:1 3 PLY 4 PLY 3 PLY 4 PLY 3 PLY 4 PLY 3 PLY 4 PLY 3 PLY 4 PLY

Violet 1 - 1,000 1"- 25mm 30mm 1500 2000 1200 1600 3000 4000 2100 2800 1500 2000

Green 2 - 2,000 2"- 50mm 60mm 3000 4000 2400 3200 6000 8000 4200 5600 3000 4000

Yellow 3 - 3,000 3"- 75mm 90mm 4500 6000 3600 4800 9000 12000 6300 8400 4500 6000

Grey 4 - 4,000 4"- 100mm 120mm 6000 8000 4800 6400 12000 16000 8400 11200 6000 8000

Red 5 - 5,000 5"- 125mm 150mm 7500 10000 6000 8000 15000 20000 10500 14000 7500 10000

Brown 6 - 6,000 6"- 150mm 180mm 9000 12000 7200 9600 18000 24000 12600 16800 9000 12000

Blue 8 - 8,000 8"- 200mm 240mm 12000 16000 9600 12800 24000 32000 16800 22400 12000 16000

Orange 10 - 10,000 10"- 250mm 300mm 15000 20000 12000 16000 30000 40000 21000 28000 15000 20000

Orange 12 - 12,000 12"- 300mm 300mm 18000 24000 14400 19200 36000 48000 25200 33600 18000 24000

FLAT POLYESTER
WEBBING
SLINGS

All of our slings are made of A-A Grade polyester yarn.

All of them are specially PU coated, which makes them 
tighter, more durable & smooth.

CE & G.S. certified

Double ply with reinforced lifting eyes.

Working Load: 5000 kg

Color: Red

Width: 125mm/150mm

Length Available: 1m to 100m

Elongation with working load: 2-3%.

Length tolerance: Nominal length ±3%.

Material: 100% high tenacity industry polyester yarn. 
Resistant to most acids but not to strong alkalis.

Marking: The slings are provided with a blue label with 
manufacturer’s symbol, working load limit (WLL), length, 
CE marking and a label with handling instructions.

Temperature range: Approx. -40°C - +100°C.

Standard: According to EN1492-1+A1: 2008 | Standard: According to ASME B30.9 | Safety factor: 7:1
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HAND
PALLET TRUCK

Construction & Frame: Forged High Tensile Heavy-duty steel, 
channel steel construction for strength, with reinforced forks and steel hangers.

Hydraulics:

    Quick-Lift: Reaches maximum lift in a few strokes (e.g., 10-12 strokes).
    Controlled Lowering: Special valve for smooth, controlled descent.

Operator Comfort & Control:

    Ergonomic Handle: Cushioned, rubber-wrapped, with a spring-loaded return to upright.
    3-Position Control: Finger-tip lever for Raise, Lower, & Neutral.

STANDARD :  EN ISO 3691 -5 :  2014

Adjustable straight tappet Adjustable pump cap Entry roller for easy operation Fully rubber wrapped handle
for better gripKey Features:

LNA35 QBL5
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EP500+EP125 - SAFETY HARNESS
EUROPULL - FULL BODY SAFETY HARNESS

7 Points Adjustment | Rear Anchorage Point (forged dorsal ring with smooth finish) | Adjustable 
Shoulder and Thigh Straps with flat buckles| Reflective Tape on shoulders|Reflector Webbing 
Yarn|Webbing width – 45mm | Breaking strength 5000 lbs | High visibility color

Double webbing lanyard: retro-reflective thread across full body which 
makes it visibly discernible in dawn and dusky working conditions.

Secure fit ensuring safety and comfort.

Retro-reflective strip/strands and hi-visibility material for better visibility 
even in low illumination areas. 24/7
7 point harness designed for increasing safety, comfort and suit different 
body contours.
A – Shape rear reinforcement for secure fit to avoid slippage.

Light weight high strength forged aluminium dorsal D – Ring.
Muddle free design.

Salient features:

Description

Standard:EN361:2002, EN 355:2002, EN 354, and EN 362:2004

Standard:EN361:2002, EN 355:2002, EN 354, and EN 362:2004

EP 125(EP125+EP5104+EP5204)

EUROPULL EP500 full body safety harness enhances the level of safety to the 
maximum and provides comfort to the wearer working at heights.

EUROPULL Shock Absorber with double webbing lanyard
with 2 Rebar hooks and 1 Snap Hook 25Kn.

Salient features:

Description

Shock absorber: EP125 shock absorber regulates deceleration when the end 
of rope is reached on free fall. (Refer to instruction manual)

Connectors: 2 units of Rebar, 1 unit of Snap Hook with 25KN rated capacity.

Length of lanyard: 2 Mtr. from one end connector eye to the other, width: 30mm
Material: 100% polyester webbing

Shock Absorber lanyard 2 Mtr. | visibility color | Webbing width 30mm | Two Scaffolding hooks | One Snap Hook connector | 100% Polyester

SAFETY
HARNESS
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